AIR CONDITIONING REPLACEMENT
EQUIPMENT INFORMATION

Permit Number:

Contractor: Date:

Job Address: Apt# Bldg
Will a ladder be required for inspection: Yes No
Will new equipment be installed in the same location: Yes No
Will the new equipment fit properly on the existing slab: Yes No
Equipment Information Existing Equipment New Equipment
Manufacture:

AHU/Coil Model:

Condensing Unit Model:

Package Unit Model:

KW Heat Rating:
System Tonnage:

Max. Fuse Size: C/U AHU C/U AHU
Min. Circuit Ampacity: C/U AHU C/U AHU
Volts: C/U AHU C/U AHU
EER/SEER:

Ducts : Yes No

Note: If Yes, to replace ducts it is required to provide mechanical drawings or layout of the new
ductwork. At scale min. ¥4”.

Smoke Duct Detectors: Yes No

Fire Dampers: Yes No

Contractor’s Signature:

State/City Certification/Registration No: Broward County Comp.
Circle One:
Mechanical Class “A” Class “B”

Note: For any A/C Equipment to be replaced the A/C contractor shall
provide a copy SEER “AHRI- (Air Conditioning Heating and Refrigeration
Institute) Certificate of Products Ratings (All Change Out). FBC Chapter 13




DUCT INSPECTION AND SEALING CERTIFICATION

As required by the 2010 Florida Energy Code Section 101.4.7.1.1

(TO BE ATTACHED TO AIR HANDLER)

Address of Install:

Manufacturer & Model # of Equipment:

M —
Permit No.:
W
Contractor Name:
License #: Date Performed:

Fhereby certify that the ductwork at the above address associated with an HVAC equipment change-out has
been inspected and sealed in accordance with the 2010 Florida Energy Code, Section 101.4.7.1.1 by the
following allowable method(s): ‘

L] Where needed, all existing and accessible ducts {(minimum of 30 inches clearance) have
been sealed using reinforced mastic or a code~-approved equivalent.

Ll Ductwork was found to be located within conditioned space where furrther inspection and
sealing not required. (Exception 1, Section 101.4.7.1.1)

L] Ductwork was inspected at time of install and we found that joints or seams were
already sealed with an approved fabric and mastic. (Exception 2, Section 101.4.7.1 J)

L The duct system was tested and repairs were made as necessary. (Exception 3, Section 101.4.7.1.1

Duct system tested by (company and/or individual)
(Date)

Printed Name of Authorized Company Representative

Representative s Tiile:

Signature of Authorized Company Representative Date Signed



